
LOW FLOW SINK AERATORS 

The same technology has been incorporated into 
a sink aerator with the same incredible results 
too. This sink aerator uses only 0.33 GPM and 
can significantly lower the consumption of faucet 
water by 75% or more. Saving significant 
amounts of water of course means less sewer 
charges and since you will be using less water, 
you will save on the electricity or gas used to 
heat what portion of it that was actually hot 

water. For a larger business this could amount to some great 
savings too. 

LOW FLOW SHOWER HEAD 

In this 1.0 GPM shower head, water exits the shower head
with the velocity of a shower head that uses 2 to 3 
times the demand of this one. Because of the 
way the shower head works it can even combat 
low water pressure situations in high rise build-
ings.  The higher exit velocity also prevents a build 
up of minerals, and therefore does not require 
the shower head to be cleaned. Possible water 
consumption savings will likely exceed over 
60% of your current usage with any other showerhead. 
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Pressure Compensated Technology 

Pressure Compensated technology significantly reduces your sewer,
water, gas and electrical consumption while simultaneously
improving the quality of the stream for your Shower Head, 
Faucet Aerator and Kitchen Pre-Rinse Spray Valve. 

LOW FLOW PREWASH SPRAY VALVE 

This low flow device uses only 
.40 GPM and meets all     
cleanability requirements.  
Typical conventional Pre-wash Spray 
Valves use 4.0 to 9.0 gallons per minute. Case studies conducted 
by Water Utility Companies indicate that the Ecotech Pre-wash 
Spray Valve will save a smaller size commercial kitchen more than 
$2,000 per year in water, sewer and water heating cost. 
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